
COMPACT DIESEL AIR COMPRESSOR

Diesel Rotary Screw Air Compressor
the DUSROTARY  

SCREW

HEAVY DUTY DESIGN MANUFACTURED FOR 
OEM TRUCK MOUNTED APPLICATIONS
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BOSS DUS Dimensions

OPTIONS
• 120 AMP Alternator

• 10 KW Generator

• Lifting Bail

• Aftercoolers

• OSHA Valves

• Lubricators

• Block Heater

• Spark Arrestor

• 200 PSIG

• Moisture Trap

• Remote Instrument Panel

• OSHA Valve

FEATURES
• Compact Design

• Separate Engine/Compressor

• Remote Fluid Drains

• Two-Stage Air Filters and Restriction Indicator

• Gauges: Engine Coolant Temp., Engine Oil Pressure, 
Compressor Air Pressure, Ammeter, and Hour meter

• Shutdown Switches for Low Engine Oil Pressure, High Coolant
Temp., and Compressor Discharge Temp.

• Two ¾” Discharge Valves

• 0-100% Capacity Control

• Corrosion Resistant Enclosure

• Engine Auxiliary Drive SAE “A” or SAE “B” (Standard)
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MODEL 210 DUS 250 DUS

Capacity Delivery 210 CFM @ 100 PSIG 250 CFM @ 100 PSIG

Engine Type Diesel Diesel

Make John Deere John Deere

Model 4045 4045

Rated Speed 2400 RPM 2400 RPM

Rated Power 74 HP (55.2 KW) 74 HP (55.2 KW)

Weight (Wet) 2,400 LBS (1089 KG) 2,600 LBS (1180 KG)

DIMENSIONS*

Length 84” 84”

Height (Over Exhaust) 66 ¾” 66 ¾”

Width 30” 30”

Specifications Subject to Change Without Notice.
*Dimensions May Vary Depending on Configuration 
of Optional Equipment.


